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High-performance 
water-based emulsions 
for dairy lidding primer 
and lacquer applications
Excellent balance between resistance
and ink receptive properties

Performance

§ Good optical clarity

§ Excellent adhesion 
to aluminium

§ High gloss and 
heat-resistance

§ Excellent adhesion 
with NC and UV inks

Sustainability

§ Water-based technology

§ Reduced solvent emissions

Suitable application for dairy 
lidding primers based on 
Joncryl® 1687, Joncryl® 1689



§Internal

Water-based print primers
Ink receptive primers and lacquers for use on aluminium foil

Water-based print primers offer broad over-printability with NC-solvent-based 
and conventional or LED-curing UV ink systems. Especially designed for use in 
aluminium dairy pot lidding applications – providing an excellent balance 
between resistance and ink receptive properties.

§ Ink receptive primer based on 
Joncryl® 1687 and Joncryl® 1689

Ink receptive primer

Aluminum foil

Heat seal lacquer

Printing inks

Print primer based on Joncryl® product in packaging structure
Ink receptive primer for use on aluminium foil

Products Key Properties Application

Joncryl® 1687* Very high resistance properties in 
combination with UV ink adhesion aluminium dairy lidding primer

Joncryl® 1689
Improved production efficiencies due to 
lower temperature curing and/or faster 
line speeds

aluminium dairy lidding, 
pharma blisters and
chocolate packaging

Joncryl® 1690
High resistance properties in 
combination with UV ink adhesion. 
Good dispersion properties with TiO2

aluminium dairy lidding primer

Joncryl® 1665 Excellent heat resistance protective 
lacquer, low COF, clarity, high gloss

dairy products e.g. 
cheese packaging

*amino cured systems

§ Typical applications: 
dairy lidding, pharmaceutical blisters
and chocolate packaging

The data contained in this publication are based on our current knowledge and experience. In view of the many factors that may affect processing and application of our product, these data do not relieve processors from carrying out their own investigations and tests; neither do
these data imply any guarantee of certain properties, nor the suitability of the product for a specific purpose. Any descriptions, drawings, photographs, data, proportions, weights etc. given herein may change without prior information and do not constitute the agreed contractual
quality of the product. The agreed contractual quality of the product results exclusively from the statements made in the product specification. It is the responsibility of the recipient of our products to ensure that any proprietary rights and existing laws and legislation are observed.
When handling these products, advice and information given in the safety data sheet must be complied with. Further, protective and workplace hygiene measures adequate for handling chemicals must be observed. (06/2022)
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